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B2012


Solder wire for repair and standard applications


Brilliant B2012 is ROL0 classified according IPC. It is a halide-free, no-clean cored solder wire and is specifically designed for lead-free repair and rework soldering.
            







The flux Brilliant B2012 shows clear, low-corrosion residues with good wetting and flow properties as well as non-aggressive towards the soldering tip. Due to the no-clean flux formulation, the residues can remain on the board after the soldering process without cleaning it. Brilliant B2012 cored solder wire is available in the standard lead-free alloys SN100C®, SN97C and SN96C.










Delivery Shape


	Wire diameter	Standard
	[mm]
	0.3 - 3.5

	Flux content	Standard
	[Weight-%]
	2.2








Other diameter, flux contents, spool shape etc. on request




Delivery shape / Spool


	Spool weight [Kg]	0.4
	0.25/0.5/1.0

	Spool identifier	K63
	BZ

	Spool height [mm]	63
	80

	Spool diameter [mm]	63
	76

	Spool hole [mm]	11
	30

	Packaging [pcs/box]	10
	10
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Request safety data sheet




Mandatory field Product*






Mandatory field Name*






Company          





Mandatory field Email*






Phone          




Don't fill this field	Don't fill this fieldDon't fill this field


Information on data processing can be found in our Data Protection Policy.
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Additional documentation
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